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749 DUO

DUAL LAYER ESD FLOOR MAT

Dual Layer rubber floor mat for applications into ESD Protected Areas.

LOOK

With 2.5 mm total thickness, the upper layer is grey (as standard 749) and the bottom layer is black conductive.

APPLICATIONS

The 749 DUO has been designed for non-glued flooring applications, such as ESD protected workstations, runners, assembly areas, machinery and so on.

The lower conductive layer provides a fast and safe path to ground for static charges from the top: it enables the static charges to travel through a less resistive material, thus facilitating a fast neutralization without interfering with other devices on the top (similar application as the 157 table mat).

Moreover 749 DUO ensures a safety protection to the operator who walks on a static dissipative (non conductive) surface.

The grounding of the 749 DUO requires as usual a 1 MegOhm safety connection (normally a ground cord with moulded resistor).

PHYSICAL DATAS

Hardness

UNI 4916



85±5 Shore A




DIN 53505




ASTM D 2240




NFT 51/109 

Abrasion Resistance
UNI 9185



≤ 200 mm2




DIN 53516




NFT 49/012

Dimensional stability
EN 434




no change




DIN 51962 6h 80°

Cigarette Test

UNI 8298



no burn




DIN 51961




NFT 54/356

Fire behaviour

CSE-RF2/75A 3/77


class 1, B1




DIN 4102




ASTM E 648

Oil resistance

ASTM D 471



resists to oil ASTM 1 and 3

Res. to chemicals
DIN 51958 24h/23°


resists to chemicals for normal maintenance

ESD FEATURES

FEATURES 
STANDARD
VALUES 

Surface Resistance
IEC61340-5-1
4 x 10**8 - 8 x 10**8 Ohm



Resistance to Ground
IEC61340-5-1


4 x 10**8 – 8 x 10**8 Ohm



Static Decay
 IEC61340-5-1 (1000V to 50V)


< 0,5 sec.



